
 

LESA CRACK-A-JOINT 
METAL CRACK INDUCER 
 
Concrete is grey and it cracks. Most of us are familiar with this age old cliché, however, 
smart people know that pre-determining where cracks and movement should appear is 
the correct way to deal with early shrinkage, and the potential of random cracks, rather 
than just leaving it and letting the concrete make up its own mind where to crack. 
 
With adverse weather conditions still around New Zealand the possibility of early 
shrinkage cracking is high. With hot and windy conditions it is often difficult or 
impracticable to ensure saw cutting is completed in a timely fashion, thus leading to 
unsightly cracks that are deemed as failures by customers. 
 
For over 8 years now Lesa Systems 2017 Ltd has been manufacturing Crack-A-Joint in 
New Zealand and importing it for 3 years prior to that. 
 

WHAT IS CRACK-A-JOINT 
Crack-A-Joint is a pre-formed metal crack inducer that is inserted into the surface of wet 
concrete (after screeding) to induce a crack below, an alternative to the traditional 
sawcut.  Although Lesa also manufactures a base (ground) plastic crack inducer, we 
typically recommend the surface inducer to ensure that the cracks do not take off on 
odd angles, thus introducing other aesthetic issues. 
 
Crack-A-Joint is an early entry system that starts to work at the earliest possible stage, 
therefore much more reliable than saw cutting. 
 
Crack-A-Joint is available in 25mm depth, with or with out a UV stable PVC capping, and 
in standard 3 metre lengths.  Cutting is very easy with a grinder or similar, so wastage is 
kept to a minimum.  
 
Please see the attached Crack-A-Joint flyer for further details. 
 
 

 

        

 



 

 



 


